STRANDED PLAIN ANNEALED
COPPER (Cu) CONDUCTORS

CORE INSULATIONS SHALL
BE XPLE (CROSS-LINKED
POLYETHYLENE) AND
COLOURED AS NOTE 4

—_— ]

INNER SHEATH/BEDDING
—=————— SHALL BEPVC
(POLYVINYL CHLORIDE)

STEEL WIRE
ARMOURING (SWA) ————=—

OUTER SHEATH SHALL BE
—~=———— PVC (POLYVINYL CHLORIDE)
AND COLOURED BLACK

STEEL WIRE
ARMOURING (SWA)

PLAN VIEW

NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS
OTHERWISE STATED.

2. CABLES SHALL COMPLY TO BS5467 AND IEC 60502 AND
BE MANUFACTURED AS XLPE/PVC/SWA/PVC.

3. CABLES SHALL HAVE STRANDED PLAIN ANNEALED
COPPER (Cu) CONDUCTORS TO BS EN 60228:2005.

4. THE COLOUR IDENTIFICATIONS FOR EACH THREE PHASE
FIVE CORE CABLE CONDUCTOR SHALL BE AS FOLLOWS:

PHASE L1: BROWN

PHASE L2: BLACK

PHASE L3: GREY

NEUTRAL: BLUE

EARTH (CPC): GREEN/YELLOW

BLACK OUTER
SHEATH (PVC)

STRANDED PLAIN ANNEALED
COPPER (Cu) CONDUCTORS
WITH INSULATION (XPLE)

INNER
SHEATH/BEDDING (PVC)

CROSS SECTIONAL VIEW
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