NOTES

1. CONSUMER CUT-OUT SHALL BE COMPLETE WITH 32A
DOUBLE POLE ISOLATOR AND BS88 FUSE CARRIER(S)
AND SHALL BE FUSED IN ACCORDANCE WITH THE
MANUFACTURES RECOMMENDED FUSE VALUES.

2. INTERNAL WIRING BETWEEN THE CONSUMER CUT-OUT
AND THE LUMINAIRE SHALL BE PVC/PVC FLEXIBLE CORD
CABLE WITH PLAIN ANNEALED FLEXIBLE COPPER (Cu)
CONDUCTORS TO BS EN 50525-2-11. CONDUCTORS SHALL
BE NO LESS THAN 1.5mm2 CROSS SECTIONAL AREA.

3. ALL SINGLE EARTH BONDING CABLES TO BE PVC 6mm?
TRI-RATED GREEN/YELLOW.

4. COLOUR IDENTIFICATION SHALL BE:

PHASE = BROWN

NEUTRAL = BLUE

EARTH BONDING/ C.P.C = GREEN / YELLOW

5.  ARMOURED CABLE TERMINATIONS (IF APPLICABLE) TO
STANDARD DETAIL DRAWING ESD6/30.

6. DRAWING TO BE READ IN CONJUNCTION WITH STANDARD

DETAIL ESD 6/31.

7. ALL CABLES SHALL BE APPROPRIATELY CLIPPED OR

CLEATED NEATLY.

8. ALL MATERIALS, EQUIPMENT AND WORKMANSHIP SHALL
COMPLY WITH CURRENT BS7671: REQUIREMENTS FOR

ELECTRICAL INSTALLATIONS (IEE WIRING REGULATIONS) CPC

CABLE CLEAT O

DRIP LOOP

DOUBLE POLE 32A CUT-OUT
WITH BS88 FUSE CARRIERS

CUT-OUT GLAND PLATE. SEE
STANDARD DETAIL ESD6/30
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