GRADE B COVER AND FRAME

NOTES

1:

ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED.

TO BS EN 124 CLASS 8 LOWER
TRENCH FILL FEEDER PILLAR 2. FEEDER PILLAR SUB-FRAME AND FIXINGS TO BE MANUFACTURED TO THE
SURFACE — |80 as APPROVED SPECIFICATION.
— 3: CONCRETE TO BE GLASS ST4 WITH COVER MIN. 150mm TO SUB-FRAME BOTTOM
a 150 AND SIDES. TOP TO BE FLUSH WITH CONCRETE.
ssommMININ |+ Pl dimensions vary 4 ALL WORKS AND MATERIALS TO COMPLY WITH 'SPECIFICATION FOR HIGHWAY
FOOTWAYS /VERGE| 4’ WORKS..
L
: 5. ALL DUCTS TO EXTEND A MIN. OF 35mm ABOVE FEEDER PILLAR BASE.
%Mmmd_ﬂozmﬁ \_,d 4] . 6:  DUCTS TO HAVE A MIN. OF 50mm COVER IN PIPE BEDDING MATERIAL.
Mv M _ .@@@.@' 7: POSITION OF DUCT FOR ELECTRICITY SUPPLY TO BE ADVISED BY THE ENGINEER.
50mm OR 100mm{* =
INT.@ DUCT 8 WHERE THE 'SERVICE DUGT CHAMBER' CANNOT BE CAST AS ONE WITH THE
a f \
i .4 ELECTRIGITY SUPPLY DUGT FEEDER PILLAR BASE' 1500mm HARDSTANDING SHALL BE MAINTAINED.
o < PIPE BEDDING MATERIAL 100 INT.@ UPVC DUCT (BLACK) 9:  THE 'SERVICE DUCT CHAMBER' CAN BE LOCATED AT THE SIDE OR FRONT OF THE
a T T 'FEEDER PILLAR' SUBJECT TO THE APPROVAL OF THE ENGINEER.
Mv 100 INT.@ DUCT .@.@@@ A ELEVATION 10: THE 'FEEDER PILLAR BASE' SHALL BE OF A SQUARED OFF AND LEVEL FORMATION
- ;o —_— WITH THE PILLAR BOLTED IN A VERTICAL POSITION AFTER COMPLETION, AND THE
4 £ CAPTIVE NUT FIXED TO THE BASE.
ol | & 0 T 11: AFOOTPATH OF NO LESS THAN 600mm WIDE BY 150mm IN DEPTH SHALL LINK THE
“ » _ 4 - 4 HARDSTANDING TO THE NEAREST FOOTPATH OR ROAD.
150
¥ 7 150 12: AFTER CABLES ARE INSTALLED, DUCTS ARE TO BE SEALED AND THE FLOOR OF
100 INT.@ DUCT_—1" 7/ THE PILLAR COATED IN BITUMEN.
TO SOAKAWAY  EQUAL TO CHAMBER DIMENSION
QUALTOC SIONS 13: FOR FURTHER DETAIL ON 'SERVICE DUCT CHAMBER' AND 'DUCTS' SEE DRAWINGS
ESD6/53 AND ESD6/54.
_ 1500 | 14: THE DESIGN AND LOCATION OF THE 'FEEDER PILLAR BASE' AND 'SERVICE DUCT
—_— — . [ _ CHAMBER' SHALL BE AGREED WITH THE ENGINEER BEFORE INSTALLATION.
Ca qenl T ¢ a P ’ Bt
T ] BRI Toel W 4 . 15: ALL NCGC STREET LIGHTING DUCTS SHALL BE EITHER 50mm OR 100mm @ ORANGE
: Ya 2 : ey -1 DUCTS UNLESS OTHERWISE STATED.
. e o4 .| FeeDeR O Aw
. |  semvice puct D AR - PILLAR _ 16: WHERE PART OF THE HARDSTANDING FALLS WITHIN AN EXISTING FOOTWAY
%,w_qm._m .. 4 CHAMBER — | ELECTRICITY SUPPLY DUCT ALLOWANCE WILL BE MADE FOR MATCHING THE EXISTING CONSTRUCTION,
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