NOTES

1.

2.

BACKGROUND TO BE WHITE

SIGN TYPE | TO BE CONSTRUCTED OF
TAMPERPROOF SELF-ADHESIVE VINYL.

SIGN TYPE Il TO BE CONSTRUCTED OF 3mm
ALUMINIUM PLATE WITH SIGN FIX CHANNEL
TOP AND BOTTOM AND FACED WITH CLASS |
TRAFFIC SIGN MATERIAL BONDED TO IT.

EACH SIGN SHOULD BE MOUNTED 2.1m ABOVE
GROUND LEVEL, WHERE INDICATED ON THE
DRAWING AND FACING THE ONCOMING
TRAFFIC.

ALL METAL FIXINGS SHOULD BE STAINLESS
STEEL.

DRILLING OF COLUMNS WILL NOT BE
PERMITTED.

SIGN TO BE IN ACCORDANCE WITH BS 5499-1:
2002 & BS 5499-5.

ALL DIMENSION SHOWN IN MILLIMETRES
UNLESS OTHERWISE STATED.

SIGN TYPE Il
SIGN TYPE | 240.00
110.00 BS 5499-1:2002
| | & BS 5499
/ \
COLOUR TO BE
B BLACK ON
YELLOW
7 —
High voltage
o cables “1
3 overhead
Q / e
o
BS 5499-1:2002 ™ DAN GE R §
& BS5499-5 Overhead electrical N
COLOURTO BE power lines
RED ON WHITE -
DANGER TO LIFE N\
IT IS FORBIDDEN
BT WARNING
COLOUR TO BE IT IS FORBIDDEN TO USE
WHITE ON RED A VEHICLE WITH RAISED
HOISTS OR PLATFORMS
BEYOND THIS COLUMN
IN THE DIRECTION OF
THE OVERHEAD LINES
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