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NOTES

1.

2.

All dimensions are in millimetres unless otherwise stated.

The feeder pillar shell shall be manufactured from 3mm steel and
finish shall be Hot Dipped Galvanised throughout to BS ISO 1461.

Feeder pillar root section shall be additionally protected against
corrosion by means of a Bitumen enriched coating applied by

manufacturer.

The feeder pillar door shall be set within a frame and hinged with 2

No. stainless steel block hinges.

An electrical hazard warning label shall be fitted to the front face of

the door.

An A4 size document pocket shall be fitted to the inside of the door.

Feeder pillar locking system shall be by 2 No. deep recessed
Tri-head 1/4 turn locks complete with lock covers.

The feeder pillar door shall seal into a gasket to give a minimum

rating of IP65 to BS EN 60529.

The lid shall be at a 3 degree tilt to shed water to the rear of the

cabinet.

The feeder pillar sha

corporate an 18mm treated exterior grade

plywood backboard with screwed fixings both top and bottom.

Ventilation is to be provided to the cabinet to IP42.

Provisions for earthing by brass M8 fastenings must be provided on
both door and pillar body without bolt heads showing through the

exterior of the cabinet.

Where different metals are in contact consideration shall be given to
the necessary means of avoiding galvanic corrosion.
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