
NOTES:

1. All dimensions are in millimetres unless

otherwise stated.

2. Width of drain 600mm.

3. Drains to be at 10m intervals.

4. Counterfort drains backfilled with Type B

filter material.

Existing ground

level profile

Finished cutting profile

Filter

drain

Terram 2000

(or similar approved)

Topsoil depth as

specified in the contract

20m min

3
.
5

m
 
b

e
l
o

w
 
e

x
i
s
t
i
n

g
 
g

r
o

u
n

d
 
l
e

v
e

l

A4

 
J
u

l
 
2

9
,
2

0
2

0
 
-
 
1

:
3

7
p

m
 
I
:
\
H

i
g

h
w

a
y
s
\
D

e
s
i
g

n
 
a

n
d

 
C

o
n

s
t
r
u

c
t
i
o

n
\
R

o
a

d
s
 
a

n
d

 
H

i
g

h
w

a
y
s
\
P

r
o

j
e

c
t
s
1

8
-
1

9
\
2

0
0

0
0

\
2

0
9

7
1

 
N

e
w

 
H

w
a

y
 
D

e
s
i
g

n
 
G

u
i
d

e
 
f
o

r
 
N

e
w

 
D

e
v
\
D

e
s
i
g

n
\
C

A
D

\
N

e
w

 
s
t
a

n
d

a
r
d

 
d

e
t
a

i
l
s
\
N

C
C

 
S

D
\
5

0
0

 
S

e
r
i
e

s
\
S

D
.
5

.
3

5
.
d

w
g

Project

Status
Project No.

Scale

Drawn

Ch'kd

Auth Traced

Date

Date

Drawing No. Rev.

Drawing Title

in partnership with

www.viaem.co.uk  Tel 0115 804 2100

Bilsthorpe Depot, Bilsthorpe Business Park, Bilsthorpe,

Nottinghamshire, NG22 8ST

Project

Rev.

Description

Drawn Ch'kd Auth Date

© Via East Midlands Limited,Registered in England no.09903246

Highway Construction Details

DRAINAGE

Counterfort Drains

N.T.S @A4

JLS 12/06/2020

JD 29/06/20

JJP JLS

SD/5/35 0


	Sheets and Views
	A4L


