GROUP D3 - DRAINS AND SEWERS UNDER FIELDS AND GARDENS

Asbestos Cement Pipes to BS EN 588-1:1997

PIPEDIA | COVER | TYPEOF | CLASS
(mm) | (METRES) | BEDDING | OF PIPE
150 0.6-6.0
225 0.9-6.0 B H
300 06-43 B M

43-6.0 B H

375 0.6-4.1 B M
4.1-6.0 B H

450 0.6-3.0 B L
3.0-4.0 A L

OR B M

40-47 A L

4.7-6.0 A M

OR B H

525 06-238 B L
2.8-4.2 A L

OR B M

42-53 A L

5.3-6.0 A M

OR B H

600 0.6-24 B L
24-4.4 A L

OR B M

4.4-6.0 A M

OR B H

Ductile Iron to BS EN 969:2009, BS EN 545:2002

& BS EN 598:2007+A1:2009

PIPEDIA| COVER | TYPEOF | CLASS
(mm) | (METRES) | BEDDING | OF PIPE
150 0.6-6.0 Q K9
225 0.6-6.0 Q K9
300 0.6-6.0 Q K9
450 0.9-6.0 E K9
600 1.3-6.0 Q K9
NOTES:

For Notes see Drg No SD/5/5.
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